- /\ <
The Air ofF Trust

\_/

ANEST

IVATA

L~ \.I-\\‘
< N
T TVl J\w\,

\

L e =YY CLASS ZERO
M - ‘(
?y?f Y M " 0ILFREE

)

Ludhlana (‘ \'\(
handlgar \>\(|’~‘&

GLOBAL ONE

~.
/\\ s '\-\\ /\\//)/)
- R e Y / T
Delhi NCR AL /.- S
~. ©® Nepal {
//\”—/ f{nn” ° Aligarh‘\\.—l \.I‘J"\_ /" l,\"/ AN
/ Bhiwadi \. oA gun , - //}_1
E ° N “ \,_, Guwahau / \
b | Jodhpur Jaipur ‘;;- ‘—'~\ ® Lucknow = \ \‘ 5 ’( ‘u‘\'T ~ ,’
( Bhllv«’ara .- o ® Kanpur < Patna < :
P aind ' . g N :
B ota Q‘{_ r ¥y —— f‘ // .
eawar z 'l ~‘ 8 N f . i .

k [ L -]
{t P, _,»_,f' NN Udalpur “—?/Né T 3 :‘_ "'\,l ,./"JLWLJ‘\»J ) - .

S A‘ - Jamshedpur i ( J‘!\‘ A

w‘? Ahmedabad " ﬁ © Bhopal \} L (:: Kolkata S \_.‘J\' \ '\

G’ ® 'Jaba:-;i&, b 4 ) NS

- - R o

N Vado, @ ndore S A é ‘iy(& \ '{“
\\ . "’é,. ~ l' Raipur .‘
g TN § o

[
. re \Q’
\'\../"/Sura ® '/ ©® Nagpur J"J g' J
{ Bhubaneshwar £
., ®Nasik Wi

i

N ¢
© Aurangabad { ({ \ ’f\.‘/‘y
i s
\h, ’_/ f\/-; »
[N e y‘(fishakhapatnam
A -
Sholapurj Hyderabad T e
L e ]

B Head Office & Works

® Branches & Dealers

© Dealers

(o i

Bangalor:
Mangalore angalorey

Mysore 1Chennai

y
\ ~ 14
o ar) T|rupur
\

\' “‘ Coimbatore
\

\

Oilfree Claw

Absolute $ Air
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More than 75 dealers across India
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ANEST IWATA MOTHERSON

0il Free
Claw Air Compressor

ANEST IWATA MOTHERSON PVT. LTD

B-123 & 124, Sector-63, Noida-201301, Distt. Gautam Budh Nagar, U.P, India
Phone: +91 120 4600 500/510/511
Email: anestiwata@aim.motherson.com

www.aimcompressors.com
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Absolute Air-an ultimate
oil-free air compressor,
meeting all the needs.

More efficient, environment friendly and easy to use.

This air compressor provides clean air while meeting all the needs that an
oil-free air compressor is required to satisfy. Its name “Absolute Air”, an
ultimate oil-free air compressor justifies the same. The air compressor has
uniquely shaped claws in the compression chamber to achieve the highest
level of efficiency in the range. What’s more, the air-cooled two-stage

compression mechanism and the latest control method offer extended
durability and energy-saving performance.

These remarkable features make Absolute Air an ultimate oil-free air
compressor that brings higher quality air to production sites around the
world with ANEST IWATA's technology and Know How.

Oilfree Claw i
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CLéss CLASS ZERO
OILFREE

Oil free compressors have got CLASS ZERO certification

TUV (Independent third party test house) has just certified that air quality from oilfree claw compressors and are in
conformity with “Class 0 (ISO8573-2010 [-:-:0]”. ANEST IWATA is able to supply high quality air to the application
where oil contents are to be totally removed.

Whatis Class Zero ?

ISO8573-1(JIS B8392-1) defines quality

classes for compressed air. Class Zero CLASS Oil Concentration mg/m? ""'@)"‘

indicates Wa” ﬂOW Oil, 0” miSt and Oil 0 As specified by the equipment user or ’;" B
q supplier and more stringent the Class 1
vapor are completely absent. As oil vapor A AAAAA

1 =001
in particular cannot be absorbed by " " (@) Wall Flow Ol (2) Oil Mist
conventional air filters, it is important 3 = ® 0il Vapor
4 =s

factories that require clean air use Class
Zero compressors.




Oilfree Claw

Absolute 5 4r

Cutting-edge technology provides high

efficiency durability and clean air. Applications
It's an ultimate oil-free air compressor
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® Oil mist catcher Oil tank Solenoid
- (gear casing) Drain drain
® Emergency stop switch S(?palrat‘ i valve oil filter
or Int¢ for inter
© Control panel N R cooler (
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Energy-saving chart
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Oil mist catcher as a standard component Fine dual control enables energy-

The compressor has an oil mist catcher as a standard component saving operation
inside the package. There is no need to set the breathing line,
whichimproves the installation environment.

In addition to energy-efficient loaded and
unloaded operation, automatic motor
start/stop is supported. The motor
automatically starts and stops up to eight
times per unit time, minimizing inefficient
unloaded operation.
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The latest compressor

diagnosis systemis used

Power consumption rate

. o By connecting a measuring
Claw Compression principle instrument to the measuring plug

of the compressor main unit, the

life of the bearing in the main unit k Air consumption rate
. —— Modulate control
can be checked inadvance. —— odulate control + purge + automatic start/stop
L@ ©\ I ‘© @) — FRL model
WA C

Suction Start of compression
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The further evolved compressor has claws in its compression chamber

The air compressor has uniquely shaped claws in the compression chamber to achieve the The rotation of the rotors Compression starts as air is sealed by Inverter Control O ISO QVOiIOblG' GrGQtGr Gnergq SQVingS

highest level of efficiency in this range. sucks in compressed air the male and female rotor claws.

Compressor speed control in line with air consumption is provided under all
load conditions to reduce power consumption, delivering an optimal air flow I mmllllﬂl

Very high durability

® The uniquely shaped claw compressor consists of two rotors, one male one female.
Since they do not come into contact with each other as they rotate, the rotors do not
wear easilyand have along life. L @l 4 L@ @)
= (
® The Inner surface of the casing and the surface of the female rotor have special K ‘

coating for greater air tightness.

forthe application.

® Constant pressure control keeps the target pressure within the range of =0.10 Bar, achieving an
energy saving of about 8.5% compared with the standard model (loaded and unloaded control)

An energy saving of about 19% is achieved at 50% load compared to the standard model

i ) Discharge Compression ® (loadedand unloaded control).
® On each. rotor, the |r.1let and .outl.et arfe located on symmetrlc fa.1ces. The prev.ents load The outlet, closed by the The male and female rotors R The motor stops when air consumption s low.
from being applied in the axial direction, thus prolonging the life of the bearing. female rotor, opens to rotate in opposite direction Absaiinte $ 4jr ° Abuiltin b ror s fentured that controls h eofthe] i i -
) . ) . . discharge compressed air. to compress air. uilt-in DC reactor is featured that controls harmonics of the inverter in compliance wi e
° T_he mt_or with accurate design are ma(.:le of stam.less steel and'hlgh resistant to 2 ; ® harmonicguideline of the Japan Electrical Manufacturer’s Association (JEMA).
corrosion. Since they are located symmetrically relative to the axis, they are free ) . .
from vibration. Touch pone| as standard Low-pressure speed increasing function.
[ ]
. An easy-to-operate LCD touch
Fully air-cooled, two state compressor ; : " Constant pressure control
panel is provided. It features for energy saving Energy-saving chart
®  Theclaws are of a fully air-cooled type and do not require cooling fluid (oil, water or maintenance indication, fault o
coolant). With no extra axillary devices needed, they are easy to maintain. indication, remote control and Brevious model g o —
R 7.0 5 —
® The two-stage compression mechanism is used in which an inter cooler cools high- external output terminals. An /\f/\/ 1 S oo /
pressure compressed air to prevent unnecessary heat expansion in the first stage automatic power fail recovery 60 —— g .
. . . i Ros ir cor ion rate
and the air is compressed efficiently in the second stage. Since the compression heat function is also available as a ilnvmrmmml +£0.10 Bar t S Modulte convl
. . . . . . 20% — [ ntre I{ mati
is low, the main unit runs with far less heat. resulting in stable performance. standard feature. e Constant pressure control 2 e
= FRL model
B 0% 20% 40% 60% 80% 100% FRV:Zd:I
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Oilfree Claw

“Absolute air” is friendly on user and
environment. The most suitable models Applications
can be selected as per the application
requirements

Medical Electronic Industries
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FRL-220
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Anest Iwata 100% oil-free Claw Compressed Air Systems ensure critical applications will never see contamination from oil.
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Ditfree Claw

Absolute $ Air
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Laboratory Textile Industries

Dittres Claw

Absolute § 4ir

Why Anest lwata?

Specifications We are ANEST IWATA, the GLOBAL ONE company established 90 years ago with the belief of providing Active & Newest Technology
T . P E—— — A worldwide with our. NUMBER ONE products. We started our journey with the manufacturing of reciprocating air compressors and now
Model e pre;:?ri delivery temperaure connection ot s Wit | Nk ave! | controlsystem own the credit of pioneering the latest technologies in our field. We are recognised as the best and most preferred name for our oil free
FRL-220 22kW/(30HP) 7.0 131 Intake air + 12°C G1 1,760x1,000x1,656 1,200 65 Fine dual technlogy invarious se ZIEREISE1ons SGHELSUEN
FRL-370 37KW(50HP) 7.0 198 Intake air + 12°C G11/2 1,760x1,000x1,656 1,335 68 Fine dual
FRV-220 22kW(30HP) 7.0 131 Intake air + 12°C Gl 1,760x1,000x1,656 1,230 65 Inverter The ANEST IWATA oil free advantage:
FRV-370 37kW(50HP) 7.0 198 Intake air + 12°C G11/2 1,760x1,000x1,656 1,340 68 Inverter ® Extremelyreliable ® 100% oil freeairend

No contamination of product @ No contamination of powered equipment
Air delivery is discharged air volume at 7.0 Bar converted into atmospheric pressure. Contact to us for guaranteed value.

[ ]
L]
® Noise level is measured in an anechoic room at the distance of 1.5m from front, and height of 1.0, at 7.0 Bar, full load operation. ® More environment friendly ® less ﬁltration required
e Dimensions are outer size, excluding protrusions such as ball valve. S

L]

Higher pressure units are also available on request. Certified Class '0' oil free products ® Global after sales support
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